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Zeparo ZIO PN10
INSTALL
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Example

TS: -10 - 120 °C

PS: 0 - 10 bar

www.imi-hydronic.com

≥150 mm

...

Max. 50%

Max �ow
Size [m3/h]
DN20/DN25 4
DN32 9
DN40/DN50 22

°C

X.X

IMI Hydronic Engineering

1 2
TS: -10 - 110 °C

PS: 0-10 bar

≤ 50 %
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ZUTX + ZIMA

ZIMA
TS: -10 / +110 °C
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Compresso
Connect

ZIO / ZUTX

STAF

ZIO / ZIMA

STAF

ZUT

STAD STAD

Zeparo G Force

ZIO

Statico SU

Boiler
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PN 10

Type [DN] H h1 h2 h3 h4 h5* H1 H2 H3 H4 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

EAN Article No

ZIO 50F 50 645 264 452 426 290 596 210 435 280 365 350 11 25 16 7640148633062 788 2050

ZIO 65F 65 645 264 452 426 290 596 210 435 280 365 350 19 42 18 7640148633079 788 2065

ZIO 80F 80 750 295 534 508 321 663 235 515 305 445 470 26 65 26 7640148633086 788 2080

ZIO 100F 100 750 295 534 508 321 663 235 515 305 445 475 44 100 26 7640148633093 788 2100

ZIO 125F 125 952 410 621 595 436 765 352 600 422 530 635 67 155 52 7640148633109 788 2125

ZIO 150F 150 952 410 621 595 436 765 352 600 422 530 635 95 222 56 7640148633116 788 2150
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Separator for microbubbles Separator for dirt
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Separator for microbubbles and dirt

PN 10

Type DN H H1 H2 h1 h2 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

EAN Article No

ZIO 200F 200 1010 390 620 805 910 775 170 395 95 7640161636637 303020-51500

ZIO 250F 250 1210 415 795 830 1085 890 306 618 139 7640161636644 303020-51600

ZIO 300F 300 1210 455 755 870 1045 1005 435 890 157 7640161636651 303020-51700
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TS: -10 - 120 °C

PS: 0 - 10 bar
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≥150 mm

...

Max. 50%

Max �ow
Size [m3/h]
DN20/DN25 4
DN32 9
DN40/DN50 22

°C

X.X
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°C
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We reserve the right to introduce technical alterations without previous notice.
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